
AKVA air hose
Extra equipment for reducing the volume in the net.

Key advantages of using the 
air hose
	ș Easy to pull into position around the net and 

remove again after use 

	ș Provides very good buoyancy 

	ș Contains no components that can get stuck on 
the fish farming net 

	ș Yellow colour gives good visibility in low-light 
conditions 

	ș Easy to interrupt an operation if required 

	ș Requires little storage space 

	ș Easy to clean and disinfect 

	ș Components can be replaced easily 

Air hose is equipment used to reduce the volume in a net, mainly in connection with harvesting (slaughter), sorting or 
treatment of fish. The product consists of a hose with steel or PE end pieces at each end. The end pieces are equipped 
with a ball valve and a quick or claw coupling for filling and draining air from the hose. A safety valve can be installed. A 
rope goes through the hose and is attached to the end pieces in both ends. The length of this rope corresponds to the 
length of the hose and it acts as a safeguard if an end piece were to come loose.  

The air hose has no sharp edges that can get stuck on 
the netting, making it a good product for preventing 
fish escapes from the fish farming net. For safe and 
proper use, there are some risks that must be taken into 
account. Any operation involving the air hose must be 
stopped if there is any suspicion that something may be 
wrong. Personnel must never be positioned in front of 
the end piece while there is air pressure in the hose and 
it is under tension. 
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